
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 72-95

WASTE DISCHARGE REQUIREMENTS
FOR

LAS GALLINAS VALLEY SANITARY DISTRICT
MARIN COUNTY

The California Regional Water Quality Control Board, San Francisco Bay Region,
finds that:

A. The Regional Board prescribed requirements for the Las Gallinas Valley
Sanitary District, called the discharger below, in Order No. 72-10 adopted
March 28, 1972.

B. The discharger submitted a report of waste discharge dated August 11, 1972,
proposing a sewage treatment plant expansion and an increase in the quantity
of waste discharge.

C. The discharge includes:

1. Waste "A" is presently approximately 2.1 million gallons per day (mgd)
of sewage only, in dry weather, from 27,000 people. The expanded treat
ment plant's design capacity will be 3.0 mgd discharged through a 30"
outfall into Miller Creek. The creek runs about 1-1/4 miles easterly
into the shallow waters of San Pablo Bay and the tidal influence ex
tends in Miller Creek to approximately 1/2 mile upstream from the out
fall. The design capacity of the expanded treatment plant is 3.0 mgd,
average dry weather flow.

2. Waste "B" is untreated or partially treated sewage bypassing from the
sewer system. Total peak wet weather flow is 4.5 to 5 times the present
average dry weather flow.

D. The Board adopted an Interim Water Quality Control Plan for the San Francisco
Bay Basin on June 11,., 1971.

E. The beneficial uses of Miller Creek and San Pablo Bay as set forth in the
Interim Basin Plan include:

Fishing, hunting and in San Pablo Bay but not Miller Creek - boating

Fish, shellfish, and wildlife propagation and sustenance, and waterfowl
and migratory bird habitat and resting.

Esthetic appeal.
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